
Prepare the opening for window frame in the roof 
as in Pic 4. Fix the window to the existing roof 
lathes by screwing the 3 screws in each mounting 
bracket taking care to keep the frame square when 
screwing down.
Caution: Remember and make sure that the 
window has proper leveling and keep equal 
diagonal length (max difference of 1 mm)

Deinstallation of the sash should be performed in a locked 
position of opening/ closing delimiter C as shown in Fig 3. 
Removing sequentially the hinge screws A and delimiter 
screws B, remove the sash from the frame. Unscrew the 
top and bottom transport pieces of wood from the 
mounting brackets.

Before installation set the escape window as shown 
in the Fig 2 by placing under the sash a soft 
protective material such as foam.

INSTALLATION INSTRUCTIONS OF SUNLUX 
PREMIUM PVC ESCAPE WINDOW – TILE FLASHING

Scope of application 15-75º 
the slope of the roof
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     Sunlux Premium ESCAPE window fully installed 
      in the roof in its proper position.

In reverse order as shown on the Fig 3 refit the sash in 
the frame – exactly embedding delimiter hinges D in 
frame openings. Tighten the clamping screws A and B 
as shown in Fig 3a (2,5 Nm)

Caution: Proper installation of the sash is the 
safety of use!

Installed flashing cover with a rubber gasket by 
pressing it in the frame groove as shown in the
Fig 6a.

Caution: Correct gasket installation is a good 
tightness of the window!

After installation check several times possibility of 
opening and closing of the sash. If necessary 
tighten hinge screws and delimiter screws again. 

Caution: Exit on the roof only at the appropriate 
stage made by skilled and qualified roofers.

For the installation of the flashing remove the 
thick rubber gasket around the frame and fix 
sequentially the flashing elements  as shown in 
the Fig 5a.

Caution: Lack of drainage sheet 4 can cause 
window leaks.

                 window width + 2 cm


